
WATERPROOFING 
+ADHESIVE GUIDE

0800 289 845
tilewarehouse.co.nz



TECHNICAL

WATERPROOFING

Shower waterproofing system

Wet area waterproofing system

Fast cure wet area waterproofing

Waterproofing balconies, rooftops and planter boxes 
Under screed 

or tiles

Waterproofing basement walls
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Water-based 
Polyurethane

One-Pack  
Acrylic

Two-Pack 
Acrylic

Waterproof swimming pools and tanks
Under screed 

or tiles

Waterproof basement and retaining walls

Waterproof and tile same day - wet areas, showers, 
bathrooms

Waterproof wet areas, floors and walls, showers, 
laundries, bathrooms

Flashing/waterproofing roof protrusions and parapet 
walls

Waterproof/repair roof and gutters

Waterproof roofs and balconies
Under screed 

or tiles

WATERPROOFING GUIDE

  Recommended
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Wall and floor fine finish flexible coloured grout for joints up to 
5mm

Wall and floor coloured grout for joints up to 10mm

Hygienic chemical resistant grout for commercial areas (for joints 
up to 3mm)

Hygienic chemical resistant grout for commercial areas (for joints 
2-10mm)



ADHESIVE

ADHESIVE GUIDE

  Recommended
Alternative

Firm Flexing Flexible
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Building boards, external render, brick,  
block and concrete
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Concrete

Compressed cement sheet

Structural timber

Flexing timber requires 
cement underlay

Commercial floors

Heated slabs
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Masonry
Concrete render, brick and block

Building boards, cement, 
gypsum

Swimming pools
Concrete and render

Old tiles

Vinyl
Firmly adhered

Slate

Fix and grout same day

Floors requiring sound 
deadening

Mix with  
Kemcrete

Mix with  
Kemset
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Primer for masonry building materials  
and building boards

Grout additive to reduce staining  
and discolouration

Firm Flexing Flexible
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Building boards, external render, brick, block and 
concrete
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Tiling on waterproof membranes

Tiling concrete  
swimming pools

Waterproofing and tiling concrete 
swimming pools

Tiling floors subject to high point 
loading

Adhering tiles to damp concrete 
floors

Mix with  
Kemcrete

LIKE US ON FACEBOOK
facebook.com/tilewarehouse.co.nz

FOLLOW US ON TWITTER
twitter.com/tilewarehousenz

For more information 
and the latest deals

Further details on individual products listed can be obtained at www.constructionchemicals.com.au


